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Abstract

A Compton scattering γ-ray source, capable of producing photons with energies ranging from

0.1 MeV to 0.9 MeV has been commissioned and characterized, and then used to perform nu-

clear resonance fluorescence (NRF) experiments. The key source parameters are the size (0.01

mm2), horizontal and vertical divergence (6×10 mrad2), duration (10 ps), spectrum and inten-

sity (105 photons/shot). These parameters are summarized by the peak brightness, 1.5×1015

photons/mm2/mrad2/s/0.1%bandwidth, measured at 478 keV. Additional measurements of the

flux as a function of the timing difference between the drive laser pulse and the relativistic photo-

electron bunch, γ-ray beam profile, and background evaluations are presented. These results are

systematically compared to theoretical models and computer simulations. NRF measurements per-

formed on 7Li in LiH demonstrate the potential of Compton scattering photon sources to accurately

detect isotopes in situ.

PACS numbers:
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I. INTRODUCTION

Over the past two decades, considerable technological improvements in the field of high

intensity lasers, high brightness electron linacs, and x-ray diagnostics have contributed to

the maturation of a novel type of light sources based on Compton scattering, where incident

laser photons are scattered and Doppler upshifted by a relativistic electron beam to generate

tunable, highly collimated, ps-fs photon flashes, with relatively narrow spectral bandwidth.

Concurrently, an increasing number of important applications are being explored, either

experimentally, or via detailed computer simulations. At photon energies below 100 keV,

advanced biomedical imaging techniques, including ultrafast x-ray protein crystallography

[1], phase contrast imaging [2], and K-edge imaging [3], are under consideration by a number

of groups worldwide. Although synchrotron light sources [4] and x-ray free-electron lasers

such as LCLS [5] or the European XFEL [6] can produce x-rays at higher brightness in

this energy range, Compton scattering light sources are attractive because of their compact

footprint. At photon energies relevant for nuclear processes and applications, these new

radiation sources will produce the highest beam fluxes. The applications include Nuclear

Resonance Fluorescence (NRF) [7], picosecond positron beams [8], and photo fission. It is

already the case with HIγS [9], a large 1-86 MeV high intensity γ-ray facility producing

polarized photons via intra-cavity Compton backscattering in a free electron laser, that has

already been used as a research tool to assign the parity of excited states in nuclei using

NRF [10].

The paper is organized as follows: in section 2, properties of Compton backscattering

sources as well as relevant theoretical considerations are presented, which also forms the

basis of the computer codes used to analyze the data. Section 3 presents the key points

of the experimental system (general overview, light source and diagnostics used for each

measurement) and section 4 reviews the full characteristics of the photon beam, such as

its spatial and spectral information. Comparisons with theory are provided throughout the

analysis of our data. Finally, section 5 presents the results of NRF in 7Li as an application

of this source before discussing our results in section 6 and concluding in section 7.
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II. PROPERTIES OF COMPTON SCATTERING SOURCES

A. Basic properties

Compton scattering sources’ properties, which have been extensively studied [11–15],

rely on energy-momentum conservation. With this feature, one can derive the relativistic

Doppler shifted energy:

Ex =
2γ2(1− cosφ)

1 + γ2θ2 + 2γk0λc
EL, (1)

where γ is the electron relativistic factor, φ is the angle between the incident laser and

electron beams, k0 = 2π/λ is the laser wavenumber, λc = 2.426 × 10−12 m is the Compton

wavelength, and EL is the laser energy. The electron recoil, 2γk0λc, is a few 10−3 for our

experimental parameters (γ ' 200, k0 ' 107) and can therefore be neglected. And in

the case of a head-on collision (φ = 180◦), the scattered energy roughly scales as 4γ2EL.

This makes Compton scattering sources very attractive because one can obtain high-energy

(MeV) scattered photons with relatively modest electron beam energies, making the source

rather compact compared to machines like 3rd generation synchrotrons [4]. An important

feature of Compton scattering sources is that the Compton scattering cross-section is very

small (σ = 6.65 × 10−25 cm2), so a high density of electrons and photons (and thus very

high-quality beams) are required at the interaction point. In the case where the laser focal

spot and electron bunch focus have similar size, w0, the number of X-rays produced can

be approximated by Nx = (σ/πw2
0)NLNe, where NL and Ne are respectively the number

of laser photons and the number of electrons in the bunch. As the electron beam focal

spot size scales as 1/γ, the X-ray yield varies as γ2. While typical synchrotrons provide

the highest brightness in the 10-100 keV range, Compton scattering sources become a more

efficient option at higher energies. Besides their energy-angle correlation and brightness at

high energies, Compton scattering sources are attractive because they are highly collimated.

B. Modelling

1. Normalized spectrum

The computer code used to analyze the data considers Compton scattering by electrons

with a given phase space distribution interacting with a Gaussian-paraxial electromagnetic
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wave, but neglecting wavefront curvature. This is adequate for laser foci with sufficiently

large (> 10) F-numbers (= 1.22λf/D, where f is the focal length, D the beam diameter, and

λ the laser wavelength). The key quantities used in our analysis and a detailed description of

the formalism used here can be found in Ref. [16]. We first calculate the Compton scattering

frequency by utilizing the energy-momentum conservation law:

κ− λ = λc(kµq
µ), (2)

where λc = ~/m0c is the Compton wavelength of the electron, κ and λ are the incident and

scattered light cone variables, kµ = (k, 0, 0, 0, k) is the incident laser pulse 4-wavenumber and

qµ is the scattered 4-wavenumber. By solving this equation for q, one obtains the relativistic

Doppler shift and recoil:

qc =
k(γ − uz)

γ − uz cos θ + kλc(1− ux sin θ cosφ− uy sin θ sinφ− uz cos θ)
, (3)

where θ and φ refer to the classical spherical coordinates (in the case of a counter-propagating

scheme θ = π and φ = 0) and where uµ = (γ =
√

1 + u2
x + u2

y + u2
z, ux, uy, uz) is the

electron 4-vector and γ its relativistic factor. From there, one can generate a random

normal distribution of particles with positions ux, uy and relativistic factor γ and standard

deviations ∆ux = jεx/σx, ∆uy = jεy/σy and ∆γ respectively. The quantities ε and σ refer to

the electron beam normalized emittance and spot size and j to the jitter. One then obtains

as many values of qc (ranging from qcmin to qcmax) as particles used in the code that can

be sampled over a number n of bins of width qbin = (qcmax − qcmin)/n. Figure 1 gives an

example of a normalized spectrum obtained with this code.

2. Dose

To calculate the total integrated number of γ-ray photons and their spectral distribution

yielded by the interaction, one has to take into account several other parameters. The most

useful expression to describe the source is typically the local differential brightness, which

can be derived from the local number of photons scattered per unit time and volume [17]:

d12N

d4xdΩdqd3ud3k
=
dσ

dΩ
δ(q − qc)

d3ne
d3u

d3nλ
d3k

uµk
µ

γk
, (4)

where d3ne/d
3u and d3nλ/d

3k represent the electron beam and laser pulse phase space

densities.
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FIG. 1: Example of a spectrum simulated with Mathematica, using 100000 particles and 100 bins

for an electron beam energy of 116 MeV and a laser wavelength of 532 nm (energy 2.33 eV). The

other parameters are j = 2, εx = 5 mm mrad, εy = 6 mm mrad, σx = 35 µm and σy = 40 µm.

We start with the differential scattering cross-section dσ/dΩ described by the Lorentz-

boosted Klein-Nishina formula, as derived by Bhatt et al. [18], in which we only use the

spin-independent component:

dσ

dΩ
=

1

2
(αλc)

2
( q
κ

)2
[

1

2

(
κ

λ
+
λ

κ

)
− 1 + 2

(
εµπ

µ − (εµu
µ)(πνv

ν)

κλc
+

(εµv
µ)(πνu

ν)

λλc

)2
]
, (5)

where α is the fine structure constant, εµ = (0, 1, 0, 0, 0) corresponds to a linearly polarized

incident radiation and πµ is the scattered 4-polarization. vµ = uµ + λc(kµ − qµ) is the 4-

velocity after the scattering event. The polarization state can be defined by constructing

two orthogonal unit vectors that are both perpendicular to the direction of observation and

the cross-section is averaged over the scattering polarization angle.

In the case of a single electron following a trajectory r(τ), where τ is its proper time, the

phase space density is given by a product of Dirac delta-distributions:

d3ne
d3u

= δ[x− r(τ)]δ[u− u(τ)] = δ[x− r(τ)]δ

[
u− dr(τ)

cdτ

]
, (6)

and thus, after integration over all the electron phase space, the brightness reads:

d3N

cdtdΩdq
=

∫∫∫
R3

dσ

dΩ
δ(q − qc)

d3nλ
d3k

[r(τ), τ ]
uµ(τ)

γ(τ)

kµ

k
d3k. (7)
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In the case of an uncorrelated incident photon phase space, corresponding to the Fourier

transform limit, the phase space density takes the form of a product,

d3nλ
d3k

= nλ(xµ)
∼
nλ(kν); (8)

the number of photons scattered per unit wavenumber and solid angle is then given by:

d2N

dΩdq
=

∫ ∞
−∞

nλ[r(τ), τ ]cdt

∫∫∫
R3

dσ

dΩ
δ(q − qc)

∼
nλ(kν)

κ

γk
d3k. (9)

In our analysis, we consider the case of a plane wave in the Fourier domain:

kx = ky = 0, kz = k,
∼
nλ =

exp[−(k−k0
∆k

)2]
√
π∆k

. (10)

The integral over k is easily performed by using the fact that:

δ[f(x)] =
∑ δ(x− xn)

|f ′(xn)|
, (11)

where xn represents the poles of the function f. Applying this rule to our case, we first look

for the poles kp of qc by solving for qc(k)=0, and using the above in (9), we find:

d2N

dΩdq
=

1√
π∆k

[
dσ

dΩ

κ

γk

e−(k−k0)2/∆k2

|∂kqc(k)|

]
k=kp

∫ ∞
−∞

nλ[r(τ), τ ]cdt (12)

For a Gaussian laser pulse, the incident photon density can be modeled analytically within

the paraxial approximation, and in the case of a cylindrical focus:

nλ(x, t) =
Nλ√

π/2
3
w2

0c∆t

1

1 + (z/z0)2
exp

[
−2

(
t− z/c

∆t

)2

− 2
r2

w2
0[1 + (z/z0)2]

]
, (13)

where Nλ is the total number of photons in the laser pulse, ∆t the pulse duration, w0 the

1/e2 focal radius and z0 = πw2
0/λ0 is the Rayleigh range. To evaluate the integral in (12),

we replace the spatial coordinates by the ballistic electron trajectory:

x(t) = x0 +
ux
γ
ct, y(t) = y0 +

uy
γ
ct, z(t) = z0 +

uz
γ
ct, r2(t) = x2(t) + y2(t), (14)

where we can divide x, y and r by w0 and z and ct by z0 to obtain the normalized quantities

x, y, z, r and t. One finally obtains the expression:

d2N

dΩdq
=

1√
π∆k

[
dσ

dΩ

κ

γk

e−(k−k0)2/∆k2

|∂kqc(k)|

]
k=kp

Nλ√
π/2

3
w2

0c∆t
(15)

∫ ∞
−∞

1

1 + z2 exp

[
−2
( z0

c∆t

)2

(t− z)2 − 2
r2

1 + z2

]
dt.

We finally note that when evaluating (15) it is sufficient to calculate the integral within an

interval of ∼ 10∆t as we assume a Gaussian temporal pulse profile.
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III. EXPERIMENTAL METHODS

A. Setup overview

The experiments have been performed at the LLNL 100 MeV linac facility, which is

located in a well shielded environment, 10 meters below ground. An overview of the experi-

mental facility is presented in Fig. 2. There were three main caves in which the experiments

were made: the outer-detector cave, where the Interaction Laser System (ILS) was located,

the accelerator cave, containing the photo-cathode and the Photoinjector drive laser (PDL),

the linac and the interaction point, and finally the 0◦ cave, located 20 meters away from

the interaction point, on the other side of a thick concrete wall where the γ-ray diagnostics,

including germanium detectors, were setup.

At first light, the γ-rays were detected on-axis by an intensified CCD mounted on a

translation stage. Once the γ-ray beam profile was seen on the camera, we translated a

6 mm aperture lead collimator in the beam, and then the camera out, to allow the γ-

rays to propagate in air to the 0◦ cave. In the 0◦ cave, the γ-rays were first detected by

a large plastic paddle-shaped scintillator coupled to a 1.3 kV biased photo-multiplicator.

Once γ-rays correlated to the electron/laser interaction were seen on this detector, spectral

measurements using the germanium detectors could be performed.

For clarity and comprehension, section III.B gives a short description of the three main

parts of the setup used to produce γ-rays: The laser system, the linac and the interaction

region. For a more exhaustive description of the full system, we refer the reader to Gibson

et al. [19], and references therein. Then section III.C describes the experimental methods

used to characterize the beam.

B. X-ray light source system

The laser system comprises two sub-systems: the PDL and the ILS, both of which are

seeded by the same ultrafast fiber laser oscillator. This layout ensures a good synchronization

between the electron beam and the ILS pulse colliding to produce the Compton scattered γ

rays. The fiber laser oscillator produces a 1053 nm pulse of 200 fs (8 nm bandwidth) and

200 pJ at a rate of 40 MHz. This output then serves as the seed to the ILS and the PDL, in

which the chirped pulse amplification technique (CPA) [20] is used. In the PDL, the pulse
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FIG. 2: Overview of the experimental facility with the outer-detector (laser) cave, the accelerator

cave and the 0 degree cave.

is stretched up to 1.5 ns by using a chirped fiber bragg grating (CFBG), then amplified in

a diode-pumped glass regenerative amplifier up to 1 mJ. The pulse is finally re-compressed

to 1 ps, where the pulse duration is limited by gain narrowing in the amplifier. The laser

pulse is then frequency quadrupled and sent through a pulse-stacking interferometer [21] to

generate a 30 µJ 15-ps flat top temporal profile at 263.25 nm.

Compared to previous Compton scattering x-ray sources developed at LLNL [22–25], the

most significant upgrade to the linac system is the installation of a new photo-gun, designed

to produce a high brightness electron beam. The gun is a 1.6 cell photo-cathode gun and

the photo-cathode is a copper disk with a 2 µm thick sputter-coated layer of Mg deposited

within a 1 cm diameter circle in the center. At charges lower than 1 nC, the Quantum
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Efficiency (QE) was measured to be 10−4. Above 1 nC, longitudinal space charge fields limit

the QE to lower values. The high QE of the Mg photo-cathode enables the use of the PDL

described above, and the 15 ps output of the PDL is relay imaged through an iris to the

photo-cathode, and a 15 picosecond electron bunch is then produced via the photoelectric

effect. The high field in the gun (120 MeV/m) accelerates electrons up to 5.5 MeV, and this

design allows normalized emittances on the order of 2 mm.mrad at 0.5 nC at its output.

The S-band linac used for this experiment can generate electron beams with energies up to

120 MeV by using five 2.5 m SLAC-type traveling wave sections. The normalized emittance

at the end of the beamline is 5-6 mm.mrad and it has been measured at low energy using

a pepper-pot mask and at high energy with the quadrupole scan technique. After colliding

with the laser pulse, the electrons are swept off axis by a 20◦ dipole magnet to separate the

electron bunch from the γ-rays and to measure the energy spectra of the electron pulses.

The ILS system delivers 750 mJ of energy in 25 ps, 0.2 nm bandwidth pulses at 10 Hz.

The laser system also uses CPA in a flash-lamp pumped commercial Nd:YAG bulk amplifier

fed by a laser oscillator. The key enabling technology is the use of a novel hyper-dispersion

compressor matched to a CFBG stretcher in the front-end. The beam after the compressor,

initially at 1064 nm, can be frequency doubled or tripled using large aperture DKDP crystals.

Depending on the experiment, either a 1ω, 2ω or 3ω beam is focused to the Interaction Point

(IP) where it collides with the electron beam.

As it is the configuration that provides the brightest output (all the electrons from the

bunch are illuminated by the ILS), the laser and electron beams collide at 180◦. The 1064

nm pulse of the ILS is frequency doubled using a DKDP crystal, which yields 146 mJ of

532 nm light. The beam is focused inside a vacuum chamber (10−8 Torr) by a 2.4 m focal

length (f/50) lens down to 75 µm. As the lens is fixed, the longitudinal position of the

interaction region is set by the laser focus, and the electron beam focus is adjusted to the

position of the laser focus, by using a set of focussing quadrupole magnets with fields of up

to 15 T/m. At the focal point, spatial and temporal overlap of the two beams is performed

by using an optically-polished nickel cube mounted on a 3 axis translation stage, with faces

that are vertically oriented perpendicular to the beam line, and horizontally oriented at 45◦

with respect to the beam line. When the electron beam hits the cube, it produces Optical

Transition Radiation (OTR), and the laser beam is also reflected from the surface. Hence,

the position of the two beams at the focal point can be imaged by a CCD camera on one
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side of the cube for the spatial overlap and by a 100 µm slit streak camera providing a 2 ps

resolution on the other side for the temporal overlap.

C. Methods and diagnostics for X-ray beam characterization

1. Spatial and temporal measurements

The γ-rays are detected on axis by a system which is comprised of a 16 bit Intensified

Charge Coupled Device (ICCD) Andor camera and a 3:1 optical fiber reducer coupled to

the camera. The ICCD chip is an array of 1024×1024 13 µm size pixels coupled to a 1:1

optical fiber bundle, which, with the reducer demagnification, provides a 4×4 cm2 detection

surface. The fiber reducer is coupled to a 140 µm Cesium Iodine scintillator doped with

Thallium [CsI(Tl)], which isotropically converts the γ-rays into visible green light at a rate of

54 photons/keV. The scintillator is protected with a 0.5 mm thick Beryllium (Be) window to

block any laser light remaining and to cut detected noise from low energy x-rays scattering

in the accelerator cave. The system was calibrated by using a 137Cs radioisotope source

delivering 2.85 × 105 photons/s at 662 keV. The measurements indicate 70 counts/photon

at this energy. From that point, the number of counts per γ-ray photon produced by the

detection system can be extrapolated by using the γ-ray absorption curve in CsI(Tl), which

can be found in the NIST X-COM database [26]:

C(E) =
E

E0

C(E0)
1− e−ρµ(E)∆

1− e−ρµ(E0)∆
, (16)

where ∆ = 140 µm is the scintillator thickness, E0=662 keV is the energy of the calibration

source, r=4.51 g/cm3 is the density of CsI(Tl), and µ(E) is the mass absorption coefficient,

in square centimeters per gram.

2. Spectral measurements

Several techniques are currently available to measure x-ray spectra, including Bragg

diffraction crystals, filters relying on x-ray attenuation in materials, and photon-counting

methods with scintillators or x-ray diodes. As the lattice spacing for a diffraction crystal

has to be on the order of the wavelength of the diffracted radiation to obtain a good reso-

lution and efficiency, no crystal allows us to use this technique at energies of a few 100 keV
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and above. Using filters in our case is impractical because high Z and very thick materials

would be needed, and the resolution of the measurement would be poor. For our spectral

experiments we decided to use a detector operating in a statistical single photon counting

mode.

FIG. 3: Layout of the detection system. The γ-rays are detected by a HPGe detector after being

Compton scattered off an Al plate at 48 degrees

In the present geometry, the γ-ray detector would have to be directly in the high energy

Bremsstrahlung produced by the dark current of the linac if we want to measure the spectrum

on-axis. This yields background levels that are incompatible with single photon counting.

To avoid this problem, we chose a geometry where the γ-rays are detected by a High Purity

Germanium detector (HPGe) at an angle θ=48◦ with respect to the main beam axis, after

being scattered off a 1/8 inch thick Aluminum (Al) plate located 20 meters away from the

interaction point, in a room where the system is shielded by concrete walls. With this layout,

as depicted on Figure 3, the scattered γ-rays of energy Eγ are related to the incident γ-rays
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of energy Eγ by the Compton scattering relation:

E
′

γ =
Eγ

1 + Eγ
E0

(1− cos θ)
, (17)

where E0=0.511 MeV is the electron rest energy.

This method has two advantages: the detector is placed far from the on-axis

Bremsstrahlung background and the Al plate preferentially scatters the lower energy X-

rays. For example, 7% of 500 keV radiation is attenuated by the plate while only 2.5% of

5 MeV γ-rays are. The thickness of the Al plate was adjusted so that a count rate of 0.2

photon/shot was observed on the HPGe, which we judged as the best trade off between pile

up and efficiency. The detector is made of a high purity germanium crystal which is 8 cm

long and 6 cm in diameter. The resolution, measured with a 137Cs radioisotope source was

found to be 2.8 keV at 662 keV (0.4%). The detector head is placed 150 cm away from the

Al plate, which corresponds to a angle of 2.3◦ subtended by the crystal. With a scattering

angle of 48 degrees and a central energy of 478 keV (scattered energy 365 keV) this means

an uncertainty of 13 keV on the spectrum measurement (relative uncertainty of 3.5 %). The

resolution of our spectrum is thus limited by the geometry of our detection system. The

output signal of the detector, biased at +4000 Volts, is shaped to a pulse with an amplitude

ranging from 1 to 10 Volts and with a Full Width Half Maximum (FWHM) of several µs.

This pulse is then sent to a 8192-channel Analog to Digital Converter (ADC) which retrieves

the spectrum. The ADC was synchronized to the rf power of the linac with a 8 µs gate, to

ensure that only photon events related to the linac and Compton scattered γ-rays at 10 Hz

where recorded. This was necessary because of the natural activation present in the room, at

a rate of several kHz, which makes the detection of the Compton scattered γ-rays spectrum

impossible. The settings of the shaper and ADC allowed us to measure spectra in the 10

keV-1.6 MeV range with a dispersion of 0.2 keV/channel.

IV. EXPERIMENTAL RESULTS

This section presents a complete characterization of the source mainly when the electron

beam is tuned at 116 MeV and the laser at 532 nm (second harmonic generation of 1064

nm infrared light produced by the ILS). We have also produced γ-rays with laser light from

first (1064 nm) and third (355 nm) harmonic generation, and the results are presented for
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completeness, although no exhaustive characterization has been made at these energies. On

axis, if we have 116 MeV electrons and 532 nm laser light, the scattered energy is 478 keV,

according to (1). Our motivation for selecting this energy was to detect nuclear resonance

fluorescence (NRF) in 7Li, which has a strong line at 478 keV. At this energy, the following

features of the source have been studied: γ-ray beam profile and dose, source size, dose as

a function of delay between the laser and the electron beam, on and off-axis spectrum, and

tunability with the electron beam energy.

A. Spatial and temporal properties of the source

1. Beam profile and dose

The spatial beam profile was measured with the Andor camera using 15 s integration time

(150 shots) to obtain good statistics. Fig. 4 shows a typical γ-ray image recorded with those

conditions 2 m away from the interaction region. The divergence is lower along the horizontal

direction due to polarization effects [23]. The full width half maximum (FWHM) of the beam

is 6.0 mrad and 10.4 mrad along the horizontal (x) and vertical (y) axis respectively. By

integrating the total counts from the beam profile in Fig. 4, one obtains a total number of

1.6× 105 photons/shot.

2. X-ray intensity as a function of delay between laser and electron beams

When the laser and electron beams are collinear, varying the delay is equivalent to a

change in the laser spot size from its minimum waist w0 and photon density at the interaction

point. Thus, the x-ray intensity as a function of the delay between the two beams varies as a

Lorentzian 1/[1+(z/z0)2], where z0 = πw2
0/λ0 is the Rayleigh length. Since the beta function

of the electron beam focusing line is longer than the Rayleigh length in our geometry, the

x-ray intensity variation is dominated by the change in the laser spot size. We have used

an optical delay line to vary the timing between the laser pulse and the electron bunch,

which allowed us to measure the x-ray intensity change, averaged over 25 shots, displayed

on Fig. 5. The experimental curve can be fitted by a Lorentzian of width ∆t = 25 ps, which

corresponds to a Rayleigh length z0 = c∆t = 7.5 mm. The focal spot inferred from this
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FIG. 4: False color image of the γ-rays recorded by the ICCD over 15 s of integration and 2 m away

from the interaction region. On the bottom and left of the image the angular energy distribution

are displayed for the horizontal (x) and vertical (y) axis respectively. The solid curves represent

the Gaussian fit of the experimental data points (dots).

measurement is 29 µm at λ0 = 532 nm. This value is 2.5 times smaller than the actual focal

spot size (w0 =75 µm), indicating a non-diffraction limited laser operation.

B. Spectral measurements

1. On axis spectra

In Fig. 6, the spectrum of on-axis photons is shown. To faithfully measure the on-axis

spectrum, we have used a 6 mm lead collimator to aperture the beam. The collimator was

aligned to the center of the spatial image, as shown in the inset of Fig. 6. The spectrum

displayed in Fig. 6 corresponds to 5 keV bins and to 6 hours of data recorded at 10 Hz.

The measured spectrum is compared with the simulated pulse height spectrum expected for
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FIG. 5: Experimentally measured variation of the x-ray intensity as a function of the delay t

between the laser and the x-ray beams (dots) and Lorentzian fit 1/[1 + (t/∆t)2] where ∆t = 25 ps

(dashed curve). The error bars are the standard deviation of the intensity averaged over 25 shots.

single-photon counting.

As can be seen in Fig. 6, the spectrum has several distinctive features. The tail after

400 keV is mainly due to the high energy Bremsstrahlung and to pile-up (multiple-photon

events) in the detector. The main peak has a maximum for 365 keV, which corresponds

to an incident energy of 478 keV. The FWHM of this peak is 55 keV (within limitation of

5 keV bins), which corresponds to a relative bandwidth of 15%. By differentiating (17), it

corresponds to an initial source bandwidth of 12 %.

FIG. 6: On axis spectrum recorded after scattering off the Al plate and corresponding Monte

Carlo simulation. The images correspond to the full beam and the signal transmitted through the

collimator respectively

At energies lower than 250 keV a broad continuum can be seen, on which two other
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peaks (respectively located around 80 keV and 110 keV) are superposed. Those are not

physical features of the source itself but are the result of several interaction processes, which

can be very well tracked and reproduced by Monte-Carlo simulations. For modeling we

used the MCNP5 code [27], with modifications to include Compton scattering of linearly

polarized photons [28]. The γ-ray source spectrum was calculated using the Mathematica

script described in section II, and used by MCNP5 to sample the energy of each source

photon in the incident pencil beam (5 cm diameter). The polarization was assumed to be

100% in the horizontal plane (including the beam axis and HPGe detector). All the major

components of the experimental setup, such as walls, air and lead shielding were implemented

in the MCNP5 geometry description. Figure 6 shows the simulated pulse height spectrum

expected for single-photon counting.

The continuum below 250 keV is due to incomplete energy absorption (elastic Compton

scattering) in the detector itself. The broad peak at 110 keV arises from double Compton

scattering off the Al plate and adjacent wall, followed by photoabsorption in the Ge Detector.

Since the detector is shielded with lead, the first peak is due to X-rays coming from the lead

Kα and Kβ lines, respectively at 72.8 keV, 75 keV, 84.9 keV and 87.3 keV. The 5 keV binning

applied to the spectrum does not allow us to distinguish those lines.

2. Off-axis X-ray spectra: energy-angle correlation

The energies of γ-rays produced by Compton scattering vary within the cone of radiation.

According to (1), the highest γ-ray energy 4γ2EL is on axis and the off axis γ-ray energies

should be lower. To verify this characteristic property of Compton scattering we have

measured the spectrum off-axis, at two different positions, for an electron beam energy of

125 MeV and a laser wavelength of 532 nm. To do so, we have used the same 6 mm lead

aperture as for the on-axis measurement, and to alter the direction of the γ-ray beam, the

incident electron beam was deflected with two small steering magnets, so that the position

of the electrons at the interaction point was fixed, while the beam angle could be varied

by several milliradians. It was not possible to move the collimator instead as it is precisely

pointing toward the shielded room where the detectors are. Our measurements correspond

to a 3 mrad off-axis measurement in the upper part of the beam and to a 2.5 mrad off-axis

measurement in the lower part of the beam, as shown in Fig. 7. As expected, for both lobes
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the spectrum is broader than on-axis, with a peak at ∼250 keV for the upper-lobe and a

peak at ∼290 keV for the lower lobe as seen on the plots resulting from the Monte-Carlo

simulation with MCNP5. The parameters of the simulation are the same as for the on-axis

spectrum calculation except for the angle of observation that has been changed according

to the upper and lower part of the beam.

FIG. 7: Off-axis spectra measured (dots) for the upper lobe (3 mrad away from the center) and

the lower lobe (2.5 mrad away from the center), with the corresponding Monte Carlo simulations

(dashed curves)

3. Energy scaling with the electron beam energy

On-axis, the Compton scattered γ-ray energy theoretically scales with 4γ2 for a given

laser energy (if we neglect the recoil), which we verified by tuning the electron beam to

four different energies: 116 MeV, 101 MeV, 85 MeV and 68 MeV, and by measuring the
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spectrum for each case. Identical alignment of the collimator with the center of the beam

has been maintained throughout the measurement. The four spectra are displayed in the

top part of Fig. 8, where each data set corresponds to 1h of acquisition at 10 Hz and in

a single photon counting mode (rate of 20%). The 116 MeV data correspond to 6.5 hours

of acquisition and has been normalized to be within the same amplitude as the other plots.

From this measurement, the incident peak γ-ray energy on the Al plate can be retrieved

by using (17). The bottom part of Fig. 8 displays the incident peak γ-ray energy (inferred

from the experimental data) versus the electron relativistic factor γ. On top of the data

points is plotted the theoretical expected γ-ray energy 4γ2EL, where EL = 2.33 eV is the

laser energy. This shows good agreement and validates the 4γ2 signature scaling law of

laser-based Compton scattering for our source.

FIG. 8: Top: experimentally measured on-axis spectra for electron beam energies of 68 MeV

(solid), 85 MeV (dashed), 101 MeV (dotted) and 116 MeV (dot-dashed). Bottom: experimentally

measured peak γ-ray energy points versus γ and theoretical peak γ-ray energy Ex = 4γ2EL
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4. High energy Bremsstrahlung

The linac itself is a source of high energy γ-rays because it is well known that the electro-

magnetic field in a high gradient RF structure can cause electron emission from the copper

walls of the accelerating sections. Those electrons can then be accelerated by the fields and

interact with metal present in the linac, which potentially yields high energy γ-rays on axis.

The dark current can reduce the signal to noise ratio for the Compton scattered γ-rays.

To measure this background, we placed one HPGe directly in the incident beam. During

this measurement, only the RF power of the linac was enabled while all the lasers (ILS and

PDL) where turned off. In addition, to avoid saturation on the detector, we placed 5 inches

of lead in the beam path to reduce the count rate to 0.2/pulse. Since low energy x-rays

are highly attenuated by the lead absorber, only Bremsstrahlung arising from the dark cur-

rent was measured. The resulting spectrum is presented in Fig. 9, with a inset showing

the spectral region near 0.5 MeV, on which the 0.511 MeV line from electron-positron an-

nihilation pairs can well be seen. The incident number of γ-ray photons on the detector

can be simply retrieved by taking into account the attenuation through 5 inches of lead

(NIST-XCom database) and the efficiency of the detector (50%). At 1 MeV, one finds 1.1

photons/0.1%BW/shot from Bremsstrahlung.

FIG. 9: High energy bremsstrahlung arising from the linac dark current measured between 0

and 8 MeV (100 keV bins) and behind 5 inches of lead. The inset represents the raw data (0.2

keV/channel) in the neighborhood of 0.5 MeV
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C. Summary: on axis-brightness

With the experimental results obtained throughout the experiments, one can compute

the on-axis brightness of the source. The only parameter that has not been directly mea-

sured during this experimental campaign is the source size. However, it can be inferred from

the overlap of the electron beam and laser beam focal spots, which have been measured

at 40 µm (rms) and 75 µm (FWHM) respectively. With a spectral bandwidth of 12% at

478 keV, a pulse duration of 10 ps (inferred from the laser and electron beam durations),

a dose of 1.6 × 105 photons/shot and a divergence of 10.4×6 mrad2, one obtains an on

axis peak brightness of 1.5×1015 photons/mm2/mrad2/s/0.1%bandwidth, which is roughly

the brightness of the APS synchrotron at this energy, currently the brightest synchrotron

in the United States. However, since the main goal of this experiment was the proof of

principle demonstration of NRF, neither the laser nor the electron beam where fully opti-

mized. However, by using the code described in this paper and that has been benchmarked

against our experimental results, we can predict a peak brightness on the order of 1×1021

photons/mm2/mrad2/s/0.1%bandwidth at 478 keV by using state of the art parameters for

the electron and laser beams, as shown in Fig 10.
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FIG. 10: On axis spectrum calculated with a 1 nC, 1 mm mrad emittance and 20 µm electron

beam spot size (rms) and a 1J, 20 µm FWHM size laser spot and no jitter.
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V. APPLICATION: DETECTION OF NUCLEAR RESONANCE FLUORES-

CENCE IN 7LI

A. NRF detection setup

In addition to measuring the properties of the source, we have used it to detect the NRF

line of 7Li at 478 keV. For this, we used a 8-cm diameter plastic bottle containing 225 g of

LiH with a density of 0.36 g/cm3. The sample was located in the shielded 0◦ cave, about 20

meters away from the source which is still collimated by the 6-mm lead aperture. When the

beam interacts with the lithium, its diameter is on the order of 4 cm. The NRF scattered

photons from the 7Li are detected by a second HPGe, similar in size, resolution and efficiency

to the one used for the spectral measurements. As depicted in Fig. 11, the detector is placed

at 90◦ with respect to the incident beam axis, 15 cm away from the center of the beam. As

only 7% of the incident γ-rays are attenuated by the Al plate, we have kept the spectral

diagnostic in order to verify the proper tuning of the beam throughout the measurement.

With the γ-ray production described above at 478 keV, NRF photons were expected to be

scattered isotropically at a rate of 16 photons/hour. The HPGe detector was positioned

in the X-ray polarization plane to maximize the NRF signal from the M1 transition in 7Li

[30]. A scattering angle of 90◦ was chosen in order to minimize the amount of Compton

scatter background from the LiH target [29]. A 1 cm thick Pb absorber in front of the HPGe

detector reduced the count rate to 10%. It also serves as a demonstration that detecting

low-Z and low-density material behind high-Z, high-density material is feasible with this

process.

FIG. 11: NRF detection setup
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B. NRF Results

NRF data have been acquired for 7.5 hours at a 10 Hz repetition rate and the full

spectrum obtained on the detector between 0 and 1.6 MeV is displayed in Fig. 12 on a

logarithmic scale. Besides the 478 keV NRF line from 7Li, several distinguishable features

can be observed on this plot. The continuum centered around 250 keV corresponds to

Compton Scattering of the 478 keV radiation off the LiH sample at an angle of 90◦. As in

the source spectrum, the peaks corresponding to the lead fluorescence around 80 keV are

present. The line at 511 keV results from the e+− e− annihilation pairs created by the high

energy Bremsstrahlung from the linac (this line remains present when we block the ILS).

The lines at 1.17 MeV and 1.33 arise from 60Co activation naturally present in the cave

walls.

FIG. 12: NRF spectrum and features

A closer look at the scattered spectrum between 460 keV and 540 keV, showing the NRF

line and the 511 keV line, indicates a detection confidence level of 6σ.

VI. CONCLUSION AND OUTLOOK

In conclusion, we have demonstrated and characterized Compton scattering from a novel

high-brightness γ-ray source. This source has been exhaustively studied by a series of dif-

ferent diagnostics, allowing us to measure spectral (12% bandwidth at 478 keV) and spatial

data (low divenrgence), as well as characteristic signatures of the Compton scattering mech-

anism (4γ2 scaling and energy-angle correlation). The key parameter of this source is it’s

22



FIG. 13: NRF scattered spectrum between 460 keV and 540 keV, showing the NRF line with a 6σ

confidence level and the 511 keV line

high brightness, 1.5×1015 photons/mm2/mrad2/s/0.1%bandwidth at MeV-range energies.

As it scales with the square of the electron beam relativistic factor divided by its normalized

emittance, it will be enhanced at higher γ-ray energies by pursuing the development of new

technologies associated with this source. High acceleration gradient X-band linac systems,

robust and high-average power fiber laser systems are all part of the design of a new γ-ray

precision machine currently developed at LLNL. In this paper, we have demonstrated, by

detecting nuclear resonance fluorescence from 7Li at 478 keV, that this new class of Compton

scattering sources will have tremendous applications in nuclear photo-science.
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